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Close gaps in 
numerical callouts. 

automa�cally.

Change numeric 
callouts to 

alphanumeric 
callouts.

    

Quick Guide

The is an extension for Corel DESIGNER®,  Callout Booster 

to automa�cally and individually adjust, renumber and correct 

callouts.

Installa�on

n Copy the Corel VBA macro Callout_Booster_[Version].gms to
%userprofile%\AppData\Roaming\Corel\CorelDRAW Technical Suite [Version]\Designer\GMS

n Save the current workspace:

Menu Tools / Op�ons / Workspaces / Export

Load the Callout_Booster_EN.cdws workspace (command bar with icon):  

Menu Tools / Op�ons / Workspaces / Import

n If desired, integrate the   individually into the workspace: Callout Booster

With the icon Callout_Booster.ico via menu Tools / Op�ons / Customiza�on / Commands / Macros  

How to use

1. Start Callout .Booster

1. Set the desired se�ngs. Almost all op�ons can be combined with each other.

2. For Sequence automa�cally select labels. 

Double-click on Callout in the toolbar to select all callouts.

Individual callouts with the pic tool and the Shi� key.

3. For Sequence by mouse click, click on callout one a�er the other.

When crea�ng new callout texts, an exis�ng CGM field Name is automa�cally updated. 
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Any characters via 
the clipboard from 

the font used for 
prefix and suffix. 

If the start value is 
le� blank, exis�ng 

callouts are retained.

Callouts with any 
content can be 
converted into 

numerical callouts.

Switching the 
func�on off and on, 

restarts the 
numbering.

Adjust the number of 
digits with leading 

zeros and incre-
ments.

Close gaps and 
combine with other 

se�ngs.

Any characters via 
the clipboard from 

the font used for 
prefix and suffix. 

And renumber and 
close gaps in the 

process.
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